
 
Cantilevered Integration and Rotation 

Creating a model number 

 

 
 
 

 CIR  -  __  -  __ - __ __ - __ __ __ - __ __ - __ __ - __ __ __ 
 
 
 
 
 
 
 
 
Model Type 
 
(blank)-Standard finishes 
C - - - - Clean Room finishes 
N - - - - Electroless Nickel Plate 
 
ESD Ground 
(blank)- No ESD Ground 
E - - - - Ground Lug and Drag 
Chain for use in EPA’s 
 
Size 
 
AH - - 20” to 57” Adjustable 
centerline height 
 

 
 
Payload Interface 
P24 - - - Standard Ø24” Circular Interface Plate 
20X through holes for ½” fasteners 
on Ø22” bolt circle 
 
Wheels and Casters 
C3 - - - Ø3” x 2” Heavy Duty Fixed Front Wheel 
           Ø3-1/8” x 1-1/8” Heavy Duty Rear Caster  
            
 
 
 
 

                                      
                                      
 
                                      
 
 
 
 
Proof Load Test 
(blank) - No Proof Load Test 
PLT - - - Standard Proof Load Test 
(includes deliverable report) 
 
Lubricants: 
(blank) - Standard lubricant 
L1 - - - - Caster swivel bearings lubricated with 
Krytox GPL 207 
L2 - - - - Caster swivel bearings lubricated with 
Braycote 601EF 
 NOTE: 
“C” finish includes L1 Lubricants 
 

 

 
                                                                                                                    

 
 
 
 
 
 
Examples:                                                                                                                                                     
                CIR   -    36        -      P24         -          C3                                                                                                                              
 
                                      36”                Ø24” Circular 
       CIR model             Centerline       interface plate          Ø3” x 2” Heavy Duty Fixed Front Wheel 
       type                        height            with ½” holes            Ø3-1/8” x 1-1/8” Heavy Duty Rear Caster 
  
  
 
                                                                                                                             
                 CIR     -    C  -  E  -  48           -     P24       -     C3 
    
                                             
       CIR                                            48”                                                                          
       Model type     Clean      ESD     Centerline    interface plate    
                              Room                  height          with ½” holes                 Ø3” x 2” Heavy Duty Fixed Front Wheel 
                                                                                                                    Ø3-1/8” x 1-1/8” Heavy Duty Rear Caster 
            
 


